Artstream Shower Drain
LA1-V35L15E1

Artstream Shower Drain

Sleek Design, Ultimate Versatility

Where style meets function, ArtStream delivers a
modern, adaptable shower drain solution. Designed for
both bonded and unbonded membrane systems, its
sleek, minimalist profile enhances any space.

Main Features

Finish:

Drain Length:
Outlet Options:
Cover Style:
Material:

Tested Standard
Connection (inch)
Drain Capacity
Frame Material
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Brushed Stainless
15-3/4" (40cm)
Thread Adapter
Nova

Stainless Steel
ASMEA 112.18.2
2" (Global)

9 GPM (Average)
Stainless Steel V2A
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Product Specs
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GENERALINFO
Product Name
Available Length
Material

Supplied as
Installation

Tested Standard
INSTALLATION
Substrate

Floor Finish
Installation Option
Outlet

Connection (inch)
Drain Capacity
DESIGN

Cover Pattern
Cover Width

Cover Tile Insert
Frame Material

Frame Type

Artstream Linear Shower Drain

23-5/8"31-1/2" 39-1/2" 39-3/8" 47-1/4" 72" 96"
Stainless Steel V2A / Polypropylene(PP)
Complete Set

New construction, commercial or renovation

ASMEA 112.18.2

Wooden, Concrete

Ceramic, Stone, Mosaic

Wall, Entrance, Center of Shower
Standard

2" (Global)

9 GPM (Average)

Solid

11/2"

Yes

Stainless Steel V2A

Height Adjustable

Gruen Systems USA
3545 Broad Street St , Atlanta

info@gruen-systems.com

http://gruen-systems.com Page: 2/15



%

Artstream Shower Drain GRUEN

LA1-V35L15E1

Tech Draws
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Traditional Installation (inch)

Section A-A
Scale (1:2)

[L 23-5/8"

31172 39-1/27
39-3/8" 47-1/4" 12" 96"

K.1104 Artstream Cover

¥.8133 Hair Holder

H.81F2U U.S Artstream Body
Y.8179 U.S Fixing Screw
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Traditional Installation (mm)
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Tech Draws

Membrane Kit Installation (inch) &
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Tech Draws

Membrane Kit Installation (mm)
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Pan Installation (inch)

SECTION A-A SCALE (1:15)
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Tech Draws
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Pan Installation (mm)
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Product No. Product Name Product Picture
LD-8232.WM.50.25 Linear Drain Flange Kit
Gruen Systems USA info@gruen-systems.com

3545 Broad Street St , Atlanta http://gruen-systems.com

Page: 9/15



%

Artstream Shower Drain

LA1-V35L15E1 GRUEN

Innovation Inspiration Sustainability

Product Guides

Unbonded Installation Instructions

For the following instructions it is assumed that the preslope shower pan and 2 piece
drain flange have been installed according to local building codes

1. Screw the 2" threaded outlet adaptor into the 2. Determine finish height of the drain taking into
existing drain flange. account for the finished mud bed/dry pack and
thickness of tile being installed.

i A
3. Place pea gravel over drain flange coupling weep 4. Push the stainless steel drain outlet tube into the
holes and around perimeter to prevent mortar from 2" threaded adapter.

filling and blocking holes.
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5. Mix mortar bed material according to 6. Apply the rest of the mortar over the shower pan,
manufacturer's recommendations.Pack mortar packing and screeding to insure a ¥" per foot slope

under the drain to support and make sure it's towards drain per code.
Mote: Make sure to leave the martar bed down the thickness of

completely level in both directions.
the tile and tile mortar from the top of the linear drain.

-

k.
7. Allow mortar to cure.

8. Install tile with manufacturer's recommended
mortar. The tile should be flush with the top of the

drain body.

9. Once tiling and grouting are complete, apply a  10. Allow to cure per manufacturers instructions.
thin bead of silicone around the drain and
tile.

info@gruen-systems.com
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1. Using an inside pipe cutter, cut the existing 2° 2. Install a cleavage membrane .
waste pipe V2" below the finished subfloor. (this will  (tar paper or plastic).
leave 1 %" to the top of the bonding flange).
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3. Install Galvanized metal lath and staple down. 4. Mix up Drypack mortar.

5. Install Grueconnect to the the bottom of the 6. Place mortar on both sides of the drain hole.
Integrated sealing membrane flange and lubricate  Place the Integrated sealing membrane flange with
the bottom of the Grueconncect with liquid soap. the Grueconnect into the floor drain flange. Push

down to make a good connection and allow for a

minimum of 1" space between the floor and the
'l ~  bottom of the Integrated sealing membrane flange.
Pack mortar under flange and make sure it's level in

both directions.
pe

P .%" per
ToTi foot slope

7. Install the remainder of the shower pan mortar, 8. Allow maortar to cure
packing and screeding allowing a 4" per foot slope
towards the drain according to code.

-
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9. Vacuum surface well making sure of no loose
debris.

10. Mix approved tile mortar to a fairly fluld
consistency.

" A

w o

11. Using a ¥" ¥ 3/16" V notch trowel, first flat trowel
a layer of mortar around the perimeter of the
Integrated sealing membrane flange. Then
immediately apply additional mortar with the notch
side.

12. Unfold the membrane from the flange and place
in the troweled mortar. Embed the membrane using
the flat side of the trowel or drywall finishing knife.
Ensure full coverage and remove all air pockets.

- T

13. Install additional mortar on the shower floor.
First flat rowel mortar then comb additional mortar
with the notch side. Make sure to extend mortar at
least 2" over the flange membrane on all sides.

14. Measure sheet membrane allowing 2" overlap
onto flange membrane and cut sheet membrane to
size. Place sheet membrane into wet mortar and
embed membrane using the flat side of a trowel or
a drywall finishing knife. Make sure the membrane
Is well bonded and remove all air pockets.
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15. Place a sheet of cardboard over the membrane 18, Measure the distance factoring in space for end
to protect and continue installing inside and outside  caps. Do not cut past interior slope of drain body.
COrners.

s
17. Place some mortar in the drain flange on both  18. Install floor tile and grout once cured.
sides of the drain hole. Install the drain into the

flange making sure it's seated well and level in both

directions.

19. Install a bead of silicone between drain flange 20, Allow to cure per manufacturer’s instructions.
and tile.

/
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